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Elektrik Malzemeleri tiretiminde ve pazarlamasinda 30 yill agkin tecriibeye sahip kadrosuyla, GES
Elektrik Malzemeleri San. ve Tic. Ltd. Sti. ve ENSMET Elektrik Malzemeleri San. ve Tic. A.S. 2001
yil baginda faaliyetlerine baglamiglardir.

Kurulusuyla beraber Turkiye'nin ilkk Enerji Tasarruflu Ampul Uretimine baslayan GES Elektrik,
glinimiize geldigimizde anahtar-anahtar ve priz serileri, aydinlatma armatirleri ve elektrik tesisat
malzemeleri Gretimieriyle {iriin yelpazesini genigletmigtir. Uretmis oldugu driinlerle ilgili bitiin kalite
ve sistem belgelerine sahip olan GES Elektrik, 2006 yilinda IQNET'ten 1ISO 8001:2000 belgesini
de almistir. Kisa zamanda, yurtiginde 6nde gelen hastane, okul, toplu konut projelerinde tercih
edilen bir marka olmarnin yan sira, yurtdisinda, basta komsu Ulkelere yaptigl ihracatla da dunya
standartlarinda Grinler Oretme hedefini devam ettirmektedir.

ENSMET Elektrik ise gok kisa sirede Tiirkiye'nin en saygin Koruge (Spiral) Elektrik Tesisat Borusu
tireticilerinden biri olmustur. Yanginlarda sadece alevlerin degil, zehirli dumanlarin insan hayatini
tehlikeye dislrdiglh konusunda bilgilendirme calismalan yapmis, elektrik tesisati literatiirine
halogen-free kavraminin oturmasinda ve kullanicilar tarafindan anlasiimasinda katkilari olmustur.
2007 yilinda IQNET ten 1ISO 9001:2000 kalite sistem belgesini almigtir ve Uretmis oldugu Grlnler
ile llgili Grin kalite belgelerine sahiptir.

ENSMET Elekirik anahtar-priz sektdriinde Almanya'nin lideri olan Busch-Jaeger firmasinin da
Torkiye distribOtériigiing yapmaktadir. Busch-Jaeger'in fonksiyon zenginligi ve ¢agin 6tesindeki
tasanmlar herkesin bedenisini kazanmakta ve cok dzel ve prestijli projelerde duvarlar siislemektedir.

GES Elektrik'in, [zmir Atatirk Organize Sanayi Bolgesi'nde kurulu tesislerinde, tim trinlerin
uretimini, yliksek kalite seviyesinin slrekliligini ve yeni Orlin tasarimlarin saglayan tum makine,
bilgisayar, kontrol cihazlan ve insan glcl meveuttur.

Muisteri memnuniyeti ve toplam kalite kriterleri GES Elektrik ve ENSMET Elektrik'in ana isletme
prensipleridir. Stirekli olarak daha iyi, daha teknolojik, insanlarin hayatini kolaylastiran ve elektrik
tesisatim hizlandiran Uriinlerin tretimi hedeflenmektedir.

Company Profile

GES Elektrik Malzemeleri San. ve Tic. Ltd. $ti. and ENSMET Elekirik Malzemeleri San. ve Tic.
A.S. have been established in 2001. Both companies are active in production and sales of electrical
installation materials with their staff which has more than 30 years of experience in this field.

GES Elektrik was the first national company to produce Energy Saving Lamps in Turkey and
continued its growth with the production of household switch and socket-outlets and other electrical
installation materials. The company has all the quality and system certificates for its products and
also in 20086, it has acquired 1ISO 9001:2000 certificate from IQNET. In a very short time the
company brand name became well accepted in hospital, school, residential and commercial
projects. It is the company's target to produce products in world quality for exporting to neighbor
countries and beyond.

Ensmet Elektrik is a well known Corrugated Pliable Conduit producer in Turkey. The company has
started the consciousness in the market, that human life is not only threatened by the flames but
also with the toxic ingredients of plastics escaping in gas form in case of fire. Halogen-free concept
and the consequences of halogen gases are well described to electrical materials users.

Ensmet Elektrik is also the exclusive distributor of German switch and socket-outlet and electronic
installation materials producer Busch-Jaeger in Turkey. The functionality and exclusive design of
BJ is impressive and well accepted. ENSMET Elektrik has all the quality cerfificates for its products
and has acquired ISO 9001:2000 certificate from IQNET for its quality system in the beginning of
2007.

The production of GES Elektrik and ENSMET Elektrik are located in [zmir Atatiirk Organized
Industrial Zane. The production is organized according to continuous high quality level and new
product design in high tech machined, computerized and control devised environment,

GES Elektrik and Ensmet Elektrik's management principles are customer satisfaction and total
quality criteria. The companies target to produce electrical materials which are improved, more
technological and making people's life easier and electrical installations faster.



Buat ici Yayl Klemensler GES’
Push-in Type Connectors SElektrik

Siparis Kodu Sistem Kodu Giris Sayisi Kutu/Koli
Order Code System Code Ports Box/Carton
PC252 2641-252-9310 2 100/1000
PC253 2641-253-9306 3 100/1000
PC254 2641-254-9312 4 100/1000
PC255 2641-255-9303 5 50/500
PC258 2641-258-9304 8 50/500

Akim Current 24A
Gerilim Voltage 450V
lletken Tipi Conductor Type Tek Damarli Rigid
lletken Kesiti Conductor Cross-Section 1,0-2,5 mm2
Min. Calisma Sicakligi Min. Woking Temp. -30°C
Max. Galisma sicakligi Max. Woking Temp. +110°C
. s, Halojen icermez Halogen-Free
] N mm Alev Yaymaz Self-Extinguishing
Y

Uygulama Yerleri Applications

Anahtar Kasalari Junction Boxes

Dagitim Kutular Distribution Boxes

Elektrik Panolari Control Panels

Aydinlatma Armat(rleri OEM Lighting Manufacturing

Gilivenlik/Alarm Sistemleri Security/Alarm Systems

Prefabrik Kablolama Sistemleri Prefabricated Wiring Systems

Kullanim Sekli Installation

1.ELEKTRIGI KESINIZ. 2.Soyulmus iletkeni bastirarak ~ 3.Baglantiy test etmek igin ~ Buat icl baglantiniz hazir.

Tek damarl kabloyu yaklasik  delige sokun. Cevirmeye veya  klemensin izerindeki yarig

11 mm soyun. Soyma boyu  bantlamaya gerek kullamniz.

klemensin tzerindedir. kalmamugtir.

1.TURN OFF POWER. 2.Push stripped solid 3.Use a voltage tester to test  Your connection is ready.
Strip wire approx. 11 mm. The conductor into the port of your connection via the slot

strippping length is builton  connector fully, no more on the connector.

the connector. twisting or taping required.

Uyari: Baglantiyi diizeltmek veya degistirmek igin, cikaracaginiz kabloyu tutup; yavasca saga ve sola dogru gevirerek ve
cekerek gikariniz.

Note: To correct or change wires, hold the wire to be removed firmly, then twist alternately left and right while pulling on
the connector.































